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TEX- INTER 

braiding machines 





a low noise level 
# minimal area 


+ easy to operate 


longevity thanks to 
# an oil-bath construction 


high rang of 
+ braiding density 


ROPE BRAIDING 


MACHINES 



TECHNICAL DATA 


NN 

n/n 

Name of parameters 

Magnitude on classes of machines 

SP12-2-130 

SP16-2-130 

SP24-2-130 

SP32-1 -130 

SP48-1-130 

1 

2 

3 

4 

5 

6 

7 

1 . 

Number of braiding heads, 
pieces 

2 

2 

2 

1 

1 

2. 

Number of carriers, pieces 

24 

32 

48 

32 

48 

3. 

Horn-gear’s rotational speed, 
rpm 

200 

200 

200 

200 

200 

4. 

Max. volume of thread on the 
bobbin of the carrier, max, cm 

700 

700 

700 

700 

700 

5. 

Maximum force of a tension of a 
thread, g 

500 

500 

500 

500 

500 

6. 

Installed power of motor, kW 

0,55 

0,55 

0,55 

0,55 

i.i 

7. 

Mass, kg, no more (with a 
receiving unit) 

435(460) 

485(510) 

585(610) 

510(525) 

720(735) 

8. 

Dimensions, mm, no more: 
Length, 1 

Width (with a receiving unit), b 
Height 

1080 

620 (1050) 
1730 

1240 

650 (1080) 
1780 

1560 

810 (1240) 
1880 

1080(1780) 

1000 

1750 

1315(2015) 

1330 

1950 

9. 

Supply-line voltage, V 

380 110% 

380110 % 

3801 10 % 

3801 10% 

3801 10 % 

10. 

Frequency of a feeding web, Hz 

50 

50 

50 

50 

50 

11. 

Braiding density, per 1 cm 

2.5.. .20 

2.5. ..20 

2.5.. .20 

2.5.. .20 

2.5.. .20 



TEX-INTER 

braiding machines 


116, Komsomolskaia street, Kovrov, Vladimir region, Russia Tel./Fax: +7 09232 35464 


KORD IPLIK SAN.VE.TIC.LTD PT.FALMA PUTRA PERKASA 

TURKEY, Istanbul INDONESIA, Jakala 

Tel.: + 90 212 5441541 Tel.: + 6221 5814022; 5828181 

Fax: +90 212 5652037 Fax: + 6221 5814192; 5828179 

e-mail: kordiplik@kordiplik.com 
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